
AEG Inner Barrel for 6mm BB Bullet (Not included)

AEG Hop Up Bucking (Not included)

VSR10 Hop Up Chamber Installation Guide
JA-3618

VSR10 hop up chamber requires AEG inner barrel and AEG hop up bucking.

Preparation

Step 1

Step 4

Step 5

Step 6

12mm O-ring

10mm O-ring

Sectional view

Step 2

Step 3

Sectional view

Sectional view

Sectional view

Notice: It may require
some tools and patience 
to install the 10mm 
rubber O-ring.
                    

12mm &10mm inner O-rings.

Install adjusting allen 
screws and O-rings.

Adjust BB stopper (pre-assembled).

Insert hop up unit from rear side of outter barrel.

Tighten two HEX screws to fix hop up unit.

20mm O-ring ×2

AEG Inner Barrel

Aluminum Ring

AEG Hop Up Bucking

Install AEG inner barrel and hop up bucking.

Install screws to fix barrel.

3mm×5mm
Allen Screw

3mm×5mm Allen Screw ×2

Allen Wrench (included)
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Flip up iron bar and insert 
rubber stick.

Iron Bar ×2

Rubber
Stick

HEX Screw

Barrel Spacer(JA-4902)

Stainless Steel
Stick

BBTighten or loosen screw caps of BB stopper on both sides of 
hop up unit to make sure BB load smoothly.
Notice:
The hop up chamber may be broken if the caps are screwed
too tight.
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